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DEPARTMENT OF THE ARMY
NEW ENGLAND DIVISION, CORPS OF ENGINEERS
424 TRAPELO ROAD
WALTHAM, MASSACHUSETTS 02154

REPLY TO
ATTENTION OF:
NEDED ' SEP 28 1978

Honorable Meldrim Thomson, Jr.
Governor of the State of New Hampshire
State House

Concord, New Hampshire 03301

L

Dear Governor Thomson:

I am forwarding to you a copy of the Wheeler Dam Arlington Mill Reservoir
Phase I Inspection Report, which was prepared under the National Program

- for Imnspection of Non~Federal Dams, This report is presented for your

use. and is based upon a visual inspection, a review of the past performance.
and a brief hydrological study of the dam. A brief assessment is included
at the beginning of the report, T have approved the report and support

the findings and recommendations described in Section 7 and ask that you
keep me informed of the actions taken to Implement them. This follow-up
action 1s a vitally important part of this program,

A copy of this report has been forwarded to the Water Resources Board,

the cooperating agency for the State of New Hampshire., In addition, a
copy of the report has also been furnished the owner, Spicket River Corp.,
550 broadway, Lawrence, Massachusetts 01841,

Coples of this report will be made available to the public, upon reguest,
by this office under the Freedom of Information Act. In the case of this
report the release date will be thirty days from the date of this leiter.

T wish to take this opportunity to thank you and the Watexr Resources Beard
for your cooperation in carrying out this program,

Sincerely yours,

ey
o 0000

Tool ,~JOHN P. CHANDLER
As stated /  Colpnel, Corps of Engineers
‘ Division Engineer
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PHASE I REPORT
NATIONAL DAM SAFETY PROGRAM

Name of Dam Wheeler Dam, Arlington Mill Reservoir
State Located New Hampshire
County Located ____ Rockingham
City or Town Salem
Stream spicket River

Date of Inspection 6/7/78 and 6/28/78

Brief Assessment

Wheeler Dam is located in the Town of Salem, New
Hampshire on the Spicket River, a tributary of the
Merrimack River. It impounds Arlington Mill Reservior.
It is a concrete gravity dam with earth abutments
constructed in 1920. Overall length is 730 feet and
maximum height is 54 feet. The Spicket River flows
from the dam through the eastern portion of Salem and
thence through Methuen and Lawrence, Mass. where it
joins the Merrimack. The dam is in the significant-to-~
high hazard class, due to its height and position
upstream from populated areas. Design and construction
records are sufficient to get a general picture, but
lack detail.

Wheeler Dam is assessed to be in poor condition
due primarily to unusual and severe concrete surface
spalling, aggravated in places by erosion. Other
problems include one active seepage through an earth
embankment, inoperative condition of twc of the three
discharge gates, and advanced vandalism damage to the
gate house. -

Y
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The spillway capacity of the dam is computed to be
about 12,600 cubic feet per second (c.f.s.). The
selected test flood (equal to the probable maximum
flood) has a peak inflow into the reservoir of about
22,000 cfs and a peak outflow at the dam of about
20,000 cfs. This peak outflow would overtop the earth
embankments by about one foot. It is not known whether
the structure could withstand this degree of overtopp-
ing, though it does show that the dam is not highly
inadequate from a hydraulic standpoint.

It is urgently recommended that the owner retain a
competent engineer specializing in concrete problems to
fully investigate the cause or causes of the concrete
spalling and to propose a remedy within six months to
one year. Furthermore, it is recommended that the
owner promptly carry out such remedy. Other problems
require retaining professional advice and taking actions
on matters of a more routine, but important nature.

WHITMAN & HOWARD, INC.

\ 03\ gf

30@1 L. Scott, P.E.




This Phase | Inspection Report on Wheeler Dam, Arlington Mi11 Reservoir
has been reviewed by the undersigned Review Board members. In our opinion
the reported findings, conclusions, and recomnendations ave
consistent with the Reconmended Guidelines for Safety Inspection

of Dams, and with good engineering judgment and practice. and s
hereby submitted for approval.

)
a - cmny .--4 v :
CHARLES G. TIERSCH, Cha{rman

Chief, Foundation and Materials Branch
Engineering Oivision

%4(1 Kty
J. BAVENS, " Jr. Member 7
Chief, Design Branch
Engineering Division

=
Ehters Makor Conbey

Branch
Engingering Diyision

APPROVAL RECOMMENDED:

JOE B, FRYAR v
Chief, Engineering Division
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PREFACE

This report is prepared under guidance contained in the
Recommended Guidelines for Safety Inspection of Dams, for Phase I
Investigations. Copies of these guidelines may be obtained from
the Office of’ Chief of Engineers, Washington, D.C. 20314. The
purpose of a Phase I Investigation is to identify expeditiously
those dams which may pose hazards to human Tife or property., The ‘
assessment of the general condition of the dam is based upon available -
data and visual inspections. Detailed investigation, and analyses
involving topographic mapping, subsurface investigations, testing,
and detailed computational evaluations are beyand the scope of a -
Phase 1 investigation; however, the Tnvestigation #s intended to
identify any need for such studies. ‘

In reviewing this report, it should be realized that the L
reported condition of the dam is based on observations of field conditions .
at the time of inspection along with data available to the -inspection .
team. 1In cases where the reservoir was Towered or drained prior to
inspection, such action, while tmproving the stability and safety of
the dam, removes the normal load on the structure and may obscure o
certain conditions which might otherwise be detectable if inspected
under the normal operating environment of the structure, M

It is important to note that the condition of a dam depends on .
numerous and constantly changing internal and externa) conditions,
and 1s evolutionary in nature. It would be incorrect to assume that
the present condition of the dam will continue to represent the
condition of the dam at some point in the future, Only through
continued care and inspection can there be any chance that unsafe
conditions be detected, -

Phase I inspections are not intended to provide detailed hydrologic
and hydraulic analyses. In accordance with the established Guidelines,
the Spillway Test fload is based on the estimated “Probable Max imum
Flood" for the region (greatest reasonably passible storm runoff), or
fractions thereof. Because of the magnitude and rarity of such'a storm
event, a finding that a spillway will not pass the test flood should
not be interpreted as necessarily posing a highly inadequate condition,
The test flood provides a measure of relative spillway capacity and ]
serves as an aide in determining the need for more detailed hydrologic
and hydraulic studies, considering the size of the dam, its general
condition and the downstream damage potential.
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WHEELER DAM
ARLINGTON MILL RESERVOIR
..... Salem, NH.
Approx. Scale 1" =280'
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PHASE I INSPECTION REPORT
WHEELER DAM ARLINGTON MILL RESERVQIR
NH 00028
SECTION 1

PROJECT INFORMATICN

General

a. Authority

Public Law 92-367, August 8, 1972, authorized the
Secretary of the Army, through the Corps of Engi-
neers, to initiate a national program of dam in-
spection throughout the United States. The New
England Division of the Corps of Engineers has
been assigned the responsibility of supervising
the inspection of dams within the New England
Region. Wwhitman & Howard, Inc. has been retained
by the New England Division to inspect and report
on selected dams in the State of New Hampshire.
Authorization and notice to proceed was issued to
Whitman & Howard, Inc. under a letter of May 1,
1978 from Ralph T. Garver, Colonel, Corps of
Engineers. Contract No. DACW33-78-C-0313 has been
assigned by the Corps of Engineers for this work.

b. Purpose

(1) Perform technical inspection and evalua-
tion of non-Federal dams to jidentify
conditions which threaten the public
safety and thus permit correction in a
timely manner by non-Federal interests.

(2) Encourage and assist the States to
initiate quickly effective dam safety
programs for non-Federal dams.

(3) To update, verify and complete the
National Inventory of Dams.



1.2 Description of Project

a.

Location - Wheeler Dam is located in the Town
of Salem, N.H. on the Spicket River, a tribu-~
tary of the Merrimack River. It impounds the
Arlington Mill Reservoir. The dam appears on
the USGS quadrangle "Salem Depot, NH-Mass".

Description of Dam and Appurtenances - Wheeler
Dam 1s a concrete gravity dam with earth
abutments, built upon ledge. The concrete
portion is approximately 500 feet long with a
maximum structure height of 54 feet. A 100
foot long spillway was built integrally with
the main dam, with a crest elevation of 160
feet msl and a gross freebocard of 8 feet to
the top of the dam. A 2 foot flash board
system is employed. Discharge is controlled
from a gate house atop the dam with manual
controls for three 48" steel conduits at
different elevations. These are two submer-
ged intake portals which bring water from
different depths. The total drainage area at
the dam is 23.5 sg. mi., of which 17.1 sq.
mi. is controlled thru the Big Island Pond
Dam.

Size Classification - The height of the dam
and volume of impounded water place Wheeler
Dam in the "Intermediate" size class.

Hazard Classification - Wheeler Dam is in the
significant~-to-high hazard class, due to its
height and position upstream from populated
areas. The Spicket River flows from the dam
through the eastern part of the Town of
Salem, past several residential developments,
and thence through urban portions of Methuen
and Lawrence, Mass. The height and volume of
a flood wave generated by failure of the dam
would be sufficient to cause significant loss
of life and property. The flat and swampy
nature of the terrain would cause a fairly
rapid dissipation of the flood wave, but not
before considerable damage was done.

Ownership - The dam is owned by the Spicket
River Corp., a wholly-owned subsidiary of
Greater Lawrence Industrial Associates, 550



Broadway, Lawrence, Mass. The dam has
always been in the possession of the owners

—of the former Arlingtcn Mill complex in

Lawrence.

Operator - Harlan Low, c/o 550 Broadway,
Lawrence, Mass. 617/686-3846.

Purpose of Dam - The dam was constructed to
store water and regulate flow for industrial
use. It is the largest of a series of dams
and impoundments constructed or acquired by
these mills to avoid dry weather shut-downs.
No natural lake existed prior to the construc-~
tion of Wheeler Dam, the Arlington Mill
Reservoir being a totally artificial impound-
ment.

Design and Construction History - Wheeler Dam
was de51gned by H.K. Barrows, a promlnent
Boston civil engineer. Construction was
begun in Oct. 1921 and was completed in Dec.
1922. Two dikes, the East Dike and the West
Dike, were constructed in conjunction with
Wheeler Dam and are covered in separate
reports. ‘

The lake shore of Arlington Mill Reserveoir is
almost fully developed with vacation cottages
and year-round homes, making general recrea-
tion an important secondary purpose. . There
has been controversy about lake levels and
dam operation, especially in dry years,
although the dam owners appear to have firm
legal rights to the water.

Normal Operating Procedures ~ Spring runoff

is stored for steady release in summer months,
The water is used for industrial cooling. In
dry years, the pond is drawn down considerably.

1.3 Pertinent Data

-

a

Drainage Areas

23.5 sq. mi., of which 17.1 sq. mi. are
controlled at Big Island Pond Dam upstream.
The basin is intermediate between flat and
rolling terrain.



Discharge at Damsite

Maximum known flood at damsite Unknown

wWarm water outlet at pool elevation N/A
Discharge conduit capacity:*

1300 cfs @ elev., 160
1450 cfs @ elev. 166

*Assumes all 3 pipes open

Gated spillway capacity at pool elevation
N/A - ungated

Gated spillway capacity at maximum pocl
elevation N/A - ungated

Ungated spillway capacity at maximum pool
elevation 6300 cfs

Total spillway capacity at maximum pocl
elevation 7750 cfs

Elevation (ft. above MSL)

(1) Top Dam - 168.1 (top of concrete); 169
(top of earth embankments)

(2) Maximum pool-design surcharge -~ 166.
(Flashboards reportedly designed to fail
between elev. 164 & 166).

{3) Full flood control pool - N/A

(4) Recreation pool - 160. (Top of flash-
boards 162.1

(5) Spillway crest - Permanent crest 160.
Flashboards 2.1' height.

(6) Upstream portal invert diversion tunnel -
131 (lower) 148 (upper)

Downstream portal invert diversion
tunnel - 131, 126, & 121 (3 conduits)
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(7)

(8)

Streambed at centerline of dam -
Approximately 120 '

Maximum tailwater -~ Unknown

Reservoir

(1)
(2)

(3)

Length of maximum pool =~ Approx.
11,000 at elev. 168

Length of recreation pocl - 9,600' at
elev. 160

Length of flood contrecl pool -~ N/A

Storage (acre-feet)

(1)
{2)
(3)
(4)

Recreation Pool - 3,360 {@ elev. 160)
Flood control pool =~ N/A

Design Surcharge - 5,060 (@ elev. 166)
Top of Dam - 5,680 (@ elev. 168)

Reservoir Surface (acres}

- (1)

(2)
(3)
(4)

(5)

Dam

(1)

(2)

Top Dam - Est. 320 acres
Maximum pool - Est. 300 acres
Flood=-control pool - N/A

Recreation pool =~ 266 acres @ elev.
160 .

Spillway crest - 266 acres @ elev. 160
(12 acres at elev. 132)

Type =~ Concrete gravity dam with earth
abutments

Length - Concrete section 500', in~
cluding 100' spillway
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(3)

(4)
(5)

(6)
(7)

(8)
(9)

Height =~ Top of concrete to ledge at
max. ht. = 54!

Top width - 8!

Side Slopes =~ Upstream face vertical;
downstream batter 5-3/4:12.

Zoning - N/A -

Impervious Core - Earth abutments have
concrete core wall to ledge.

Cutoff -~ Concrete core wall

Grout curtain - N/A

Diversion and Requlating Tunnel

(1)

Type -~ Three 48" steel conduits

(2) Length = From gate well through base
of dam - approx. 12 ft

(3) Closure -~ Circular sluice gate on each
conduit

(4) Access - Manual operation from gate
house atop dam

(5) Regqulating Facilities -~ Manual opera-~
tion (hand crank operators)

Spillway

(1) Type =~ Concrete ogee, integral with
dam

(2) Length of weir - 100 ft

(3) Crest elevation - 160 m.s.l.

(4)

(3)

Gates =~ No gates =~ Wood Flashboards

© 2.1! height

U/S Channel - - None as such
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{(6) D/S Channel -~ Base of spillway built
on ledge. Water flows over ledge to
natural river channel at base of dam.

Regulating Qutlets

Weir structure 500! downstream for measuring
discharge (cannot be used for regulating
flow). Structure not presently used.
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2.1

2.2

SECTION 2: ENGINEERING DATA

Design

wheeler Dam is designed as a concrete gravity dam
with earth abutments having a concrete core wall.
The entire dam is on ledge. See the plate and
designer's report in Appendix B and the general
description in 1.2.

Construction

Many photos and inspection reports combine to form
a fairly good record of construction. However,
details on soils and geology are lacking.

.Operation

Lake level reports exist for many years, but data
are not continuous. (Operation is fairly simple
and unsophisticated.)

Evaiuation

a. Availability - Construction plans (fairly
detailed), designer's report, many construc-
tion photos and inspector's reports are on
file with the N.H. Water Resources Board and
some plans and records are with the owner.

b. Adequacy -~ Good. Few unknowns, except for
details of soils and geology.

c. validity - Good. Plans appear to match as=-
built conditions for the important features.
Operation records are plausible.
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SECTION 3: VISUAL INSPECTION

3.1 Findings

a.

General

The first-time visitor is immediately struck
with the poor appearance of the concrete
surfaces. This condition has led to frequent
inquiries regarding the safety of the dam.

Dam
All concrete surface show spalling, varying

from moderate to severe, aggravated in places
by erosion. See Section 6, Structural Sta-

- bility, for further discussion on this con-

dition.

Many of the handrail posts have rotted at the
base, rendering the handrail unreliable. The
steps have spalled badly enough to cause a
falling hazard. Some sections of the down-
stream face show signs of an unsuccessful
gunite application, as large lenses of loose
concrete lie at the base.

The gate house is suffering from the effects
of vandalism. The door and windows are
missing, and some of the gatewell floor
covers have been removed, leaving a dangerous
condition. The gate to the upper outlet
pipe, which is normally used to regulate
flow, was operated successfully except for a
small amount of leakage when shut. The
custodian declined to operate the other two
gates, as they are not regularly used. The

- outlet pipes are somewhat rusty, and the

lowest outlet pipe is half buried in bottom
sediment. :

The flashboards seem in good condition, and
visual observation of the pin arrangement
supports the owners contention that they

would bend over and release before overtopping,
as they should. The spillway surface exhibits
a normal amount of ercsion, except for the
ends of the wingwalls which has substantially
eroded away.
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3.

c. Appurtenent Structures

A concrete sharp crested weir structure is
situated approximately 500 feet downstream,
which at one time was used to record flow.
There is a small enclosure to one side suit-
able to house recording equipment. The
structure is in moderate disrepair, although
restorable. It has been neglected for many
years.

Two remote dikes, the East Dike and the West
Dike, were built along with Wheeler Dam, and
are covered in separate inspection reports as
part of the National Dam Safety Program.

d. Reservoir Area .

Arlington Mill Reservoir is extensively
developed with summer cottages.

e, Downstream Channel

The downstream channel has many overhanging
trees and vegetation, though this condition
is not severe. '

- Evaluation

The spalling of the concrete is considerably worse
than what would normally be expected from a con-
crete structure of this age. Possible causes
include improper placement, lack of air entrainment,
or mineral attack of the cement. It should be a
high priority tc determine the actual cause or
causes and to seek and accomplish a remedy.

The other problems, such as the inoperable gates,

embankment seep, and vandalism damage, though
extensive, can be routinely addressed.

10



SECTION 4: OPERATIONAL PROCEDURES

Procedures

Flashhoards are kept on year round. The upper
outlet conduit is opened when water level is below
the top of flashbeocards. Gate opening is adjusted
according to the quantity of stream flow needed by
the owner.

Maintenance of Dam

Occasional observation visits - very little real
malintenance on dam.

Maintenance of Operating Facilities

The one gate which is still used is greased
occasionally and is in good working condition.
The other two gates are unused. Structure of the
gate house has been vandalized and left unre-
paired.

Description of any Warning System in Effect

None.

Evaluation

Operation procedure is simple and unsophisticated,
but suitable. Maintenance has been somewhat
neglected. Much repair and clean-up work is
needed.

11



SECTION 5 - HYDRAULIC/HYDROLOGIC

5.1 Evaluation of Features

a.

Design Data

Hydraulic/hydrologic data from the time of
the dam design are not available. The
criteria for the choice of the spillway
length and freeboard height are unknown.

Experience Data

No records have been kept cf the dam's per=-
formance in flood situations.

Visual Observation

As can be seen in the dam profile (see
Appendix B), the earth embankments are one
foot higher than the main concrete section.
From visual inspection, the dam appear
capable of withstanding an overtopping of 1!
above the top of the concrete without washing
out. Theoretical spillway capacity could.
include this extra margin.

The wing walls on each side of the spillway
do not appear high enough to contain high
flows. This could cause unnecessary erosion
to the toe of the left embankment, weakening
its resistance to overtopping.

Overtopping Potential

Reference is made to Appendix D for the hy-
drologic computations performed as a part of
this report.

The peak inflow into Arlington Mill Reservoir
of the Probable Maximum Flood (PMF) is com-
puted to be about 22,300 cfs. The PMF is de=
fined as the largest flood that can reasonably

12



be expected to occur on a given stream at a
selected point, or the flood that may be
expected from the most severe combination of
critical meteorologic and hydrologic con-
ditions that are reasonably possible in the
region.

For structures of the size and hazard classi-
fication of Wheeler Dam, the "test flood" is
generally selected as the full PMF. The test
flood is that flood used to evaluate the hy-
draulic adequacy of a project. The test
flood for Wheeler Dam is chosen as the full
PMF.

If the upstream Big Island Pond Dam were to.
remain intact during the test flood condition,
the peak inflow into Arlington Mill Reservoir
would be reduced from 22,300 c¢fs to about
17,000 cfs, due to the surcharge storage
effect in Big Island Pond. However, it has
been determined that Big Island Pond Dam will
likely fail under flows well below this test
flood. (See Phase I report for Big Island
Pond Dam, NH 00470.) Therefore, the evalua-
tion of the hydraulic adequacy of Wheeler Dam
should not rely upon the surcharge effect of
Big Island Pond.

Assuming Wheeler Dam remains intact, the peak
outflow during the test flood would be about
19,800 cfs, the reduction from the inflow of
22,300 cfs being accounted for by the sur-
charge storage effect of Arlington Mill
Reservoir. At the moment of this peak out-
flow, the water surface would be about 170.3
ft. msl or 1.3 ft above the top of the earth
embankments of Wheeler Dam and also those of
the East Dike and West Dike.

The spillway capacity of Wheeler Dam, includ-
ing the capacity of the three discharge con-
duits and also the extra capacity of one foot
of flow over the main concrete portion, is
computed to be about 12,600 cfs, or 64% of
the peak outflow during the test flood.
Overtopping potential is judged as moderate.

13



It must be mentioned that should Big Island
Pond Dam fail suddenly in the later stages of
a severe flood (after building up a large
hydraulic head) the impact of the resulting
flood wave could wipe out Wheeler Dam and
the two dikes. .

14



SECTION 6: STRUCTURAL STABILITY

6.1 Evaluation of Structural Stability

a. Visual Observations

There is one serious structural problem with
a direct bearing on structural stability.

The exposed concrete surfaces are in a fairly
advanced state of spalling, particularly at
construction joints and non-vertical surfaces.
This problem is one of long term deterioration
and is evident even in the earliest inspection
photos and reports. The spalling is aggrava-
ted at points of erosion such as the edges
and ends of the spillway wing walls. The
general problem was addressed in an engi-
neering report prepared for the owners in
1963. The report concluded that the deterio-
ration at that time had not yet effected
structural stability, but that the process
would continue and "corrective measures'
would have to be taken when the maximum depth
of spalling at any one point reached 18" at
some undetermined future time. The report
recommended a detailed monitoring program,
which was not apparently carried out.

In September, 1973, staff engineers from the
New England Division, U.S. Army Corps of
Engineers, inspected Wheeler Dam in response
to requests from officials of Salem, N.H.,
and Methuen, Mass. Noting the concrete
problems, their subsequent report stated that
*it would be prudent to make a more detailed
survey of the dam including core samples
taken at selected locations to determine the
quality of the concrete in the interior of
the structure'.

Other problems worthy of note are: (1) a
small but active seep at the toe ¢of the right
abutment near its juncture with the concrete
portion and (2) damp censtruction joints at
several locations. According to recent

15



reports, these sometimes develop running
leaks. This condition is no doubt related to
the overall spalling problem.

Design and Construction Data

From the available construction plans, de-
signer's report, and construction photos,

plus the reputation of chief engineer, it is
fairly obvious that the design and construc-
tion of Wheeler Dam was a professional effort.
The site was well chosen with a solid ledge
foundation. The slight curvature of the
highest portion is a good feature, adding
strength and overturning resistence where it
is most needed.

Operating Records

There is no reported history of settlement,
cracks or structural distress during flcoding
and no visual evidence of this type.
Post~Construction Changes

There have been no significant post-construc-
tion changes to the dam structure.
Seismic Stability

The dam is located in a Seismic Zone 2, and
hence does not have to be evaluated for
seismic stability according to the OCE Recom=-
mended Guidelines.

i6



SECTION 7: ASSESSMENT, RECOMMENDATIONS AND

REMEDIAL MEASURES

7.1 Dam Assessment

a.

Condition

‘Wheeler Dam is assessed to be in poor con-

dition, primarily due to the concrete prob-
lem.

Adequacy of Information

Regarding the concrete problem, there is a
substantial body of reports, letters, photo-
graphs and other information pointing to a
long~term, steadily deterioriting condition.
The information is adequate to strongly
support the judgment that the problem be
fully addressed within six months to one
year. :

Regarding the maintenance problems, the
visual observations are adequate to make
recommendations.

Regarding soils and geology, the absence of
data in this area at the time of construction
means that the assessment must be made on the
basis of visual inspection.

Urgency

The recommendations and remedial measures
below should be implemented in the following
time frames:

Feature Time Frame for Modifications
Concrete 6 Months - 1 Year
Maintenance 1-2 years

Embankments 2=-4 years

17



Need for Additional Investigafion

‘Due to the condition of the concrete and the.

visible areas, there is a need to inspect the

" surface of the upstream face and to take

concrete cores to determine the condition of
the concrete in the interior of the dam.

Other problems will also require engineering
input, analyses; and design.

7.2 Recommendations

\

LThe owner should:

(1)

(2)

(3)

(4)
(5)
(6)
(7)

(8)

Retain a competent engineer with special
experience in concrete problems, to investi-
gate and determine the cause or causes of the
concrete spalling and to recommend a remedy.

Carry out whatever remedy results from (1)
above. ‘

Hire a competent mechanic to render all three
discharge conduits in good operating con-
dition. b :

Remove the sediment blocking the bottom gate.
Cut the brush and trees on the embankment.
Repair the gate house vandalism damage.
Obtain professional advice to establish a
logical warning system for downstream areas
in case of dam failure.

Provide erosion protection (e.g., riprap) on
the portion of the downstream face of the

left embankment susceptible to flow spilling
over the top of the left spillway wing wall.

18



7.3 -Remedial Measures

A.

Alternatives

The only alternative to the recommended
actions, short of permanently draining the
reservoir and breaching the dam, would be to
sell or turn over the dam and water rights to
a private or public entity willing to under-
take the necessary work.

Operation and Maintenance

(1)

(2)

(3)

(2)

(5)

The gates on all three conduits should
be exercised regularly.

The flashboards and pins should be
inspected regularly to assure proper
release capability is maintained.

The embankments should henceforth be
kept clear of all trees and shrubs. A
dense growth of grass should be main-
tained. :

A more conscientous method of preventing
trespass should be adopted.

A program of regular observation visits
by a responsible individual should be
adopted. Visits should be at least
twice a week and a permanent log kept.

19
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APPENDIX A

VISUAL INSPECTION CEECK LIST
PARTY QORGANTZATION

Wheeler Dam '
PROJECT _Arlington Mill Reservoir DATE June 6, 1978*

TIME 9:00 AM start

WEATHER Sunny - warm

W.S. ELEv. 162.2 py,sl23  py.s.
(approx. 1" above flashbeards)

PARTY: *
1 E. Chiang, Whitman & Howard ' 6

2 J. Scott, Whitman & Howard

3 Harlan Low, custodian for owner g

4- 9.

5. ' 10,

PROJECT FEATURE INSPECTED RY REMARKS
A1l Features . Chiang & Scott

9.

1lo.

%Additional visit - see next page..

Checklist combines nctes of both visits.



VISUAL INSPECTION CHECX LIST
PARTY QRGANIZATION:

Wheeler Dam,

Arlington Mill Resexvoir June 28, 1978

PROJECT DATE
: P
TIME 1:00 PM start
WEATHER sunny - hot
Wos- EIIEV. 162'0 U.Solzz DN-S.
(approx. 1" below flashboards - small
‘ * ’ flow on spillway dua to wave action)
PARTY . .
J. Scott, Whitman & Howard 6
R. Hirschfeld, Geotechnical
2. Epgineara, Tnc 7.
3. 8.
4. . 9.
5. 10.
PROJECT FEATURE INSPECTED BY REMARES
All Features Scott & Hirschfeld
1.
2'
3.
4.
5.
6-
7. -
8.“
9.
lo" '

*Second visit - see previous page for first visit.

Check List combines notes of both visits.



PERICDIC INSPECTION CEECK LIST

PROJECT Wheeler Dam

PROJECT FEATURE Main Concrete Section

DISCIPLINE

NAME

6/6/78 & 6/28/78

DATE

Eatire party

NAME

AREA EVALUATED

CONDITION

DAM EMBANKMENT

Crest Elevation
Curzrent Poﬁl Elevation
' Maximum Impoundment to Date
surface Cracks
Pavement Conditien
Movement or Settlement <f Crest
Lateral Mcovement
Vertical Alignment
Horizontal Alignment

Condition at Abutment and at
Concrate Skructuraes

Indicatien of Movement of
Structural Items on Slopes

Trespéssing on Slopes

Sloughing or Erosion of Slopes
or Abutments

Rock Slope Protaction-Riprap
Failures

Unusual Movament or Cracking at or
' near Toes

T Unusual Embankment or Downstream
Seepage

Piping or Beils
Foundation Drainage Features
Toe Drains

Instrumentaticn Svystem

Moderate erosion.
serviceable

Flashboard system
162.2 on 6/6; 162.0 on 6/28

Unknown

Noted dampness at several construction
joints :
Severe spalling over all concrete surfaces.
Some shrubbery growing from joints near
tailwater

None detectable

None detectable

OK

oK

Both spillway abutments severaly eroded
None

Tes -~ damage to Gate House & railings

Seep located at downstream base of west
embankment

Riprap in good condition - no failures
None observed
Seep - ses abovae-

None observed
See below

Locatad 8" toe drain outfall just below
gate house, not shovm on construction plans

None
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PERIODIC INSPECTICN CHECEK LIST

Wheeler Dam
PROJECT

Embankment t
PROJECT FEATURE (Tighc) emdo oo

DISCIPLINE

DATE

NAME

6/6/78 and 6/28/78

Entire party

NAME

AREA EVALUATED

DIRKE EMBANEMENT

Crest Elevation

Current ?ool Elevaticn

Maximum Impoundment to Date
Surface Cracks

Pavement Condition

Movement or Settlement of Crest
Lateral Movement ~
Vertical Alignment

Horizontal Alignment

Condition at Abutment and at
Concrete Structures

Indications of Movement of
Structural Items on Slopes

Trespassing on Slopes

Sloughing or Erosion of Slopes
or Abutments

Rock Slope Protection-Riprap .
Failuxes

Unusual Movement or Cracking at
or near Toes

Unusual Embankment ¢r Downstream
Seepage

Piping or Beils
Fcundation Drainage Features
Toe Drains

Instrumentation Syst=m

()4

162.2 on 6/6; 162.0 on 6/28
Unknown

None

No pavement

Hone

ﬁone

oK

oK

Seep ar toe of slope where embankment
meets main concrete section

No structural items on slope

Faotpath ercded along downstream slope of
embankment at its contact with main concrete

section.
Seep = see above

Riprap in good condition - no failures

None

Seep - see above

None
See below
8" outfall located

None
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PERIODIC INSPECTION CHECX LIST

Wheeler Dam 6/6/78 & 6/28/78
PROJECT _ DATE - :
Embankment on east Entire party
PROJECT FEATURE {lefe) and NAME
DISCIPLINE NAME
AREA EVALUATED . : . CONDITION

DIKE EMBANKMENT

Crest Elevation Footpath or top

Current Pcol Elevation ‘ 162.2 on 6/6; 162.0 on 6/28

Maximum Impoundment to Dake Unknown

Surface Cracks Kone

Pavement Condition No pavement

Movement or Settlement of Crest | Nome

Lateral Movement None

Vertical Alignment OK

OK

Horizontal Alignment

Condition at Abutment and at i OK
Concrete Structures

Indications of Mavement of | No structural items om slope

Structural Items on Slopes 3. .

Trespassing on Slopes { Yes - but no damage
Sloughing or Ervsion of

Slopes or Abutments None

Riprap in good conditicn, except for

Rock Slope Protection-Riprap moderate growth of shrubbery

Failures
Unusual Movement or Cracking None
at or near Toes
) ‘ None
Unusual Embankment or Downstream |
Seepage :
t
Piping or Boils | Nome
Foundation Drainage Features N/a
Toe Drains N/a

Instrumentation System No?le
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PROJECT
PROJECT FEATURE NAME

PERIODIC INSPECTION CHECX LIST

Wheel D.
heeler Dam + DATE 6/6/78 & 6/28/78

Intake works Entire party

DISCIPLINE ' NAME

OUTLET WORKS~INTAKE CHANNEL

2.

b.

AREA EVALUATED CONDLTION

AND INTAKE STRUCTURE
]

Approach Channel No intake channel as such - intake

portals not inspected
Slope Conditions submerged. _

Bottom Conditions
Rock Slides or Falls
Log Boom
Debris
Condition of Concrete Lining
Drains or Weep Holes
Intake Structure

Condition of Concrete

Stop Logs and Slots

- totally
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PROJECT Wheeler Dam DATE

PROJECT FEATURE

DISCIPLINE NAME

FERIODIC INSPECTION CHECX LIST

H/6/78 & 6/28/78

NAME Eutire party

AREA BVALUATED

CONDLITILON

OUTLET WORKS=-CONTROL, TOWER

a. Concrete and Structural
General Condition
Condition of Joints
Spalling
Visible Reinforcing
Rusting or Staining of Concrete
Any Seepvage or Efflorescencs
Jeint Alignment

Unusual Seepage or Leaks in
Gate Chamber

Cracks

Rusting or Corrusion of Steel
b. Mechanical and Electrical

Alr Vents

Float Wells

Crane Holist

Elevator

Bydraulie System

Service Gates

Lightining Protesction System

Emergency Power System

Wiring and Lighting System in
Gate Chamber

’

Severé surface spaiiing, a3 on rest

of dam

Worse than general surface - some damp
Severe

Some exposed -~ probably from unsuccess-
ful gunite treatment in '39

oK

Some damp joints

OK

Vandalism extensive - door torn off,
Windows missing, roof damage

None

Very little steel

None

N/A

None

None

None

Upper gate operable -~ custodian declined
to operate other two = have fallen into

disuse
N/A

Hand operated - no power needed

No electricity



PERTODIC INSPECTION CHECX LIST
Wheeler Dam

PROJECT . DATE 6/6/78 & 6/28/78
PROJECT FEATURE NAME Entire Party
DISCIPLINE NAME

AREA EVALUATED CONDITION

QUTLET WORKS-TRANSITION AND CONDUIT : The outlet pipe which is operable
is rusty, but it works, and leaks

General Condition of Concrets only a trickle when shut.
Rust or Staining .on Concrete Lowest outlet pipe is half silted in
Spalling

Ercsion ox Cavitaticn
Cracking

Alignment of Monoliths
Alignments of Joints

Numbering of Monoliths




PERIODIC INSPECTION CHECX LIST

PROJECT Wheeler Dam sarg  6/6/78 & 6/28/78
PROJECT FEATURE NAME
DISCIPLINE NAME

AREA EVALUATED CONDITION

QUTLET WORKS—-QUTLET STRUCTURE AND
CUTLET CHBANNEL ‘

General Condition of Concrete No outlet channel as such -

. . conduilt discharge directly to
Rust or Staining natural stream bed.
Spalling

Erosion or Cavitaticm
Visible Re;nfcrcing

Any Seepage or Efflorescencs
Condition at Joints

Drain Holes

Channel

Loose Rock or Trees Overhanging
Channel

Condition of Discharge Channel




PERICDIC INS ECTION CHECK LIST

Wheeler Dam
PROJECT DATE 6/6/78 & 6/28/78
PROJECT FEATURE - Prrivwdy Namg Dotire party
DISCIPLINE NAME
AREA EVALUATED CONDITI0N

QUTLET WORKS~SPILLWAY WELR, APPROACH |
AND DISCHARGE CHANNELS .

a. Approach Channel No approach chaumel - spillway
is an integral part of the dam
General Condition

Loose Rock Overhanging Channel
Trees Overhanging Channel
Floor of Approach Channel

b. Weir and Training Walls

General Condition of Ccncret.e Spillway has moderate ercsion - training
: wall has severe erosion and spalling
Rust or Staining Spalling too severe to notice rust or
staining
Spalling | Severe omn training walls
Any Visible Reinforzcing ) No
Any Seepage cor Efflorescence Too wet to notice

Drain Holes None

No discharge channel -
spillway built on ledge, which falls

General Condition to natural channel

¢. Discharge Channel

Loose Rock Overhanging Channel
Trees Overhanging Channel

Flocr of Channal

Qther Obstructions

A-1p



PERICDIC INSPECTION CHECK LIST

Wheeler D
PROJECT celer bam DATE  6/6/78 & 6/28/78
PROJECT FEATURE NAME
DISCIPLINE NAME
AREA EVALUATED - CONDITION

QUTLET WORKS-—-SERVICE BRIDGE

a, Suyper Structure : No service bridge -
gate house integral with dam
Bearings
Anchor Bolts
Bridge Seat
Longitudinal Memebers
Under Side of Deck
Secondary Bracing
Deck
Drainage System
Railings
Expansion Joints
Paint
k. Abutment & Piers
General Condition of Concrete
Alignment of-Abutment
Approach to Bridge

Condition of Seat & Backwall

A~11



APPENDIX B
WHEELER DAM .
INDEX TO ENGINEERING DATA
RPlate with Plan, Profile and Sections
N.HB. Water Resources Board inspection memo, 12/22/77

N.H. Water Resources Board Dam Safety Inspection Report
Form, 12/3/73 .

Report on concrete problems by Chas. T. Main, 9/19/63
Drawdown Curve ,
Photographs, 10/30/35

Construction Photographs - 3 pp.

Chief Engineer's Design Memorandum, 7/31/20
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Ne e ARLLN DLOVULLLE DV
Concord, N, H, 03301

- DAM SAFETY INSPECTION REPORT FCRM.

Town: ' S&lﬁv\ : ' Dam Number: RCT. 05'
Inspected by: 7O . Date: - J3- 2! 1973

Local name of dam or water body: Sovcrer ’“Zg r /7

Cwner: Doue s v Puten (c'{’,D K Address:
Cwner was/was not/interviewed during inspection.

Drainage Area: £q. mi. Stream:

Pond. Area: ; -__Acre, Storage Ac-Ft. Max. Head Ft.

Seepage present at toe ZYes/Fo,_oa. . .

'3

Foundation: Type = DeE

Spillway: Type Coond ot e , TFreeboard over perm. crest: g .
‘ width oo’ , Flashboard height 2.1 .,
~ Max, Capacity, . c.f.s. - | _ . | o
Emba-n!ment:'_”:"l'z;ae E' APTH s Coﬁer,‘@? Qag Width o _ o —,- -’
_ 7 | Ups;tream slope to 1; Downstream slope ‘ tol
Abutzents:  Type Coapegsitn , Condition: Good, Fair,/Boorf
~ .Gates or Pr,:nd Drain. Size Capacity ] . Type }
. Lifting apparatus’ | | _ Cperatiocnal condition

. Changes since construction or last inspection:

Downstream development:

This ,dawcu-ld—-net be a menace if it failed.

Sugge-sted reinspection date: ,
Remarks: (}w-\t.r ”\‘ L br‘&c\\\.} cn,\\\\g& s_@_. = iva BN VX fsihﬂu\G_JJh
\m‘M&f, (v.r\ c\ aeg S\ ‘mf- WAL rvc\'m.k (zajn [ Hmmjk Copedi b
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- 2t the time of nspection W8 reser/mir vraa 32 Rlav. 134, or
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We 2lso took s of tho m23s5m03 raquestad by the New Hampshire |
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— w33 casignad by Profesgaor 4. I, Bamrowas, an eminent engineer of
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structuras of this aga and reflacis tha ccnatmctim mathods employed
at r.ha t:‘.m

In eur cpinion=-and thiz was ccuallrmed by atability compointions ”

. based on ths original design dimensicni-~the above nciad cand.iﬁcns
GO noet jaagami:: zhs 33faty and stabu.ry of tha siructura..

The dataﬂmtf.m will continus, hamnr. C‘ara.f.n maasuras

'hava bean iriad in an attampt to Zalt similar deericration, such 23

coating with an epcxy, but Daye not bean parricularly sucesssiul,

At one time, a good ;:or..i.an oi the dowmsiream face of the buikhsads
was cozead with gunlis. This hasz looaanad and fallem awzy in patchas,
a condition walch iax larmaly Teazenzibls f::-r the unsigxtly aopsasoacs.,

. ¥e mcommand that this treatnant not be rapeazad, I would-add
nething o thei sivength of the dam and, as Ras bewn shown hars as

mlla.s eizamm, wouwld et s pemanen...

" Wa would net lika to see thy surface spa.l..ing and mwu...ng

- sxtend fuxther than 18 inches from the criginal surface at any point. -
" befors comrective Zeasurss are tzkan., This appllas particularty

to the downastraazm face and most particularly, to the lower portica

of tha dsepest saklon adjacent 1o tha aplillway. No accurate fcrmcast
can be made a3 to the langth of time this might taka--i2 might be
anothar 40 years.but.it might be conaiderably lmss. We theraiore
macommand that paricdic {nspections ba made and amy significam
changsz actad, At scme time in the not (co digtant future, a dg-
tailed survey should e made so that the crizical arsas can be mea-
sursd and pictiad accurataly, iollowsd by a mathematical analysis.

2. Ths smbankmant gactiong appear to ba In good cend2ion,
woll ripragsed and with ne svidence of zloughing. Secwus mail trees
and brush hayw, Bows=ver, grown up on the slopes and thewa sdcuid
be ramoved. We undersiznd that vou have done this paricdically
in the past and axpect o do 20 again thiz fall, followed Ly cheamical
3xtment of any naw ¢rowth naxe apring. Wa cencur in this and rscom-—
mend tha? the program be malmtained. Grass or small groweh 3hould
of course, be lafi a0 as o protact the banX3 from wazh.

DATZ 9 fdMi o33 AT ad e



® st ber abus sE e RSy

ST

Mz, Lorizg Sasd ~3- DATSRISROAT 83, 4329

3., ThaWatar P.emwm Bo-:trd bas r&qu:.u.ad tha tha pragent
Nagiboarts a removed and tisst e mad dwgn De sucmitted -
f::r approvel. L

Tos oxriminal design of the dam caudfcrlzmcizhiqhboudz,
wih 1 1/3" dia, pins, 7°0" cn centsrs. Ae compaia that ioeae
woadd have fatlad whan the resarveir reached soawwhers m
Ilev, 163 5 and 184,93, - P

Yoar pregent beards ams 200" high, wizh pins “4" cn Contars.
Zoma of e pina arw 1" dia., otherz ars L 1/4” dia. but a goed number
ci thase ars oid ad 2avm loat 2 pert of thadr sacticn, e camputa

t‘m sthe przsant boards would start to fail when the rezaryedr reacked -

. 184 and would be all out at rezervoir Zlavy, 165, At thal peint -

-**mwmd“aamt“aabcardcntbadim:. Wa consider this a -
. rsastnadia dasign. I | .

We tharmfiors suggest that you rsquast tha Zoard o cméic&ar .

Fporoval of tha pregast lnstallotion. U this iz roe gatiziacicry we

IpgeRt thsR ro raguedt aporoval for substlsmting 1™ doubla ara-
airoag pipe 0.215 0.0 for tae 1 1/4" dia. pina. Wa computa that
thmamm waenld It with meaareels ) approsimaiely Slov. 164.5. It
pnmesy thed The originzl design of the dam was based cnmadiaum
moeryolr Marr. 165, . A :

We mccmmaend that you mairtain your present practice of drawing

' the razarwsir a3 much az pogaibls upon recaixk of a trosical hwricans

warning ar ptiar potantial scurce of a Jocd, and Yaeping the zluics
gate opan during the food dizcharge, This will add to the saisty
of the dam during flocdz, which {3 the moat itical paried.

4, The Watar Reaxpurces Board has mqueaztad majmtsnance of the
amall gaging station dam, downzirsam from the main dam, along |
with the maln dam. Tihlz atructurs now appeara o ke in axcallant
condition axcept for 3 or 3 tregs that havwe grown up batween tha
wing walls and the banxs. We undarstand that you will have these
ramoved., In sur cminion, howrevwr, thisz mmall sucturs iz not 3 haz—
ard and aarvss no usei:l purposs uniaaz it might at some furure time
t=» re~egtabliabad as a 3aging sieticn,

Millylila 2aso0rolr Dam,

This stucturs i3 a zolid concrste syillway dam, tiaing ingo
tha hillside cn tha scuth HranX and flanked by a wingwall and an

sarsh smbanknant at the ncrth end. Ihs embankmant Bas a concrsta



Wa infer from the body of the Watsr Rasources Board's latter
of August 13, 1383, that the word "manaca” 13 usad as a standard
characierization of any dam aboye a built-uyp arsa, laplying pc:sntial
rather than prasent danger. This, of courss, ia ;raper

Very truly yours,
CHAS. T. MAIN, INC.

b £ L Lol

G. C. Cullum
CCC/ip o :
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SPICKETT RIVEIR IN SALEM
Arlington Mills
.Qctober 30 I935
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ARLINGEN WILLS RESERVOIR

SALEM

X

Ed
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‘Arlingt'bi'_x ¥ills oflLe‘;ﬁenéé; Hasu.

£
V.

e

e,

" Genersl View of Main Dam

Tiew "E"rgi-n 9ast side looking zlong line of

‘erste pouring tower..

" Under the: Airection of‘_ the-

dam- showing gate section, cut-off and con-

Public Service Commission of I'. H.

‘ifav- 21, 1822,



IS

~ Salem Dam

U0 ot the

: Arliﬁstnn I.ri-lla of i.aﬁrence, ﬁa.éa.

. Xain Dam T

Line of bass shown by dotted line.
. gneovered ledgs - sast side.
- Gate seét‘% on all in place

Under the direction of the

Public: Service CQm:ﬁtsaion af . H.'

_ uay 21, 1922.
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H. A, BARROWS
M. AM SQC.C.E,
CONSULTING ENGINEER
& BEAaCconN STREET C e
BO3STON

ARLINGTON MILIS WATER SUEPLY

UHESLER RISERVOIR

Yemorandzm by HE. X. Barrows, July 31, 1920,
accompanying letter to N.H. Publie
Servica Commission.

WZSELER RESERVOIR

Ths general extent of this reservoir is shown on
gsheet 1019.45. It is located on Spicket River in the towmn
of Salem and #ill extend from the vieinity of Wheselar's
M1i1l {(burned = number of ysars ago and not revuilt) to
Toxrth Salsm - 2 ddstance of avout 1.5 z=ilss. The dzainags
aréaméf'Spicket River tritutary to this reservdif'will be

about 22 sguare miles.
A3 plammed, the lavel of ths p%rmanant spillaay

of the main dam will be at elevation 180 (datem approximate
mean sea lavel) and the capacity of the reservoir when

drawn to elevation 140 will be about 1,000 million gallons.
The elevation of the present mill pond at the 0ld Wheelar

¥ill is apout 133. As noted further, it is plamned to
arrangs the =spillway of the main dam sco that 1 fi. flagh-
boards can be carried 1f desgired, which will incrsase the
ecapacity of the reservoir above elevation 140 to 8 total
of abvout 1,200 million,gillons.

The watar area of the reservoir at slavation 180

mill be about 270 acras.



CONSTRUCTION RBQUIRED
In addition to the main dam near the old Wheelax

¥ill, there will be required two dikesg at low places in the
matershed. These are shown on sheet 1019.47 as the East
and West Dikseas respecti?ely o

Borings and taat pits have been made and ladga
rock located st both dam and dike sites. ' |

As will be noted, a sectlon of the highaay 1eading
 from Salem to North Salem is to be discontinuad apd in lisu
of thia a new road constructed lyins aaatarly from the Eaast
Dike and comnecting with existing roads,-which are alao %o
'be recomstructed. The highiway at North Sslem will also
.haveﬁgg.be raigsed for aifew hundred feet, and at at .least
one other point on the highmay adjacent to the reservair a
slight £i1l1 mads. These changes ®ere authaorized by the
Town oL Salem on Jnly Jo, 1920.
MAIY DAW , ' ‘ . '
Details of the main dam 2re shown on sheet 1019.48.
Its total length will be about 730 feet, comsisting of a
100 ft. spillway at El. 160, and about 380 . of bulkhesd
section, all of" concrete. The interior portion of the con-
ereta will dbe in the propor‘tion of 1-5-5 with' occassional large.
" stones. embedded :I.n the concrete. tThe exterior portion. |
of the concrata azre to be in the proportion of 1~2§-A ~ The
remaining portion of the dam at each end will consiat of

eaxrth Pill with conerste core wall, the conerate t0 be 1-3-5.



The maximum height of'theispillway section is about
28 f£4. above ledge rock-with-creat.at.El. 160, arTanged so
that 12 inch wooden flashboards-can be carrisd by wrought
iror pins. The latter are proportioned so that they will
bend overrand.the flashbpérds_go out 1if theihgad of water on

the crest of the dam r@aches 4 ft.

The bulkhead section will havs a.maxﬁnum height
above bed rock at the present river bed of abont 53 £t. The
"~ ‘bulkhe=ad section for a length of 180 £%. near its highest
portior will be curved mpstresm in plan, with a radius, on
the domngtream side, of about 665 £t.

In the hulkhead section is to Eé a gate hounae
throu*; which will rum thres 48 inch stael pipes set in the

concrete of the dam, each arranged nith & 48 inch circu_a*

sluice gate @ith gate control and 1ift in ths gate housa at

the top of the dam. The wester}& pipe is intended for power  Never
. T T Co s 7 €= done
use of water, is to-be arranged with racks and can be later

‘house.locathn, The other two = 48 .inch pipes are

intended for-nse in réiegaing nater from the reservoir.
DIRES (See sheet 1019.47)
East lee
The Eaat Dika »1ll be about 530 ft. long corstructed

0% earth £i11 with concrete core wall. The top of’the dika
will be at El. 169, the top of core wmall 1ls7. The npstream



half of the dam is %o be of’impervicna sarth £ill carefully
rolled, the downstream half of leas carefully selacted -
material but well,compacted; ' The concrata core wall i3
%o be in the proportion of 1-Z=6 and to extend into ledge
or-impervioua.fonnﬁation. Further-dﬁtaila-are shown on
- the plan. : s ) _.' |
- The maximnm.height of the Zaat Dike above the
present surface is sbout 31 £&. |

West Dike

As niil ba noted bylreference.ta sheet 1019.47,
this i3 & loﬁ'atructura, ths present ground lsvel being
only & little below El, 160 at the middle of the dixe
location. The maximum height of the dike with %ox af

El. 169 18 about 10 ££. This will be_SE eaiﬁh“fill{.as‘ |

>

noted on the plan, but without concrete core.



APPENDIX C

WHEELER DAM
INDEX TO INSPECTION PHOTOGRAPHS

Photo No. Description
1 View from east abutment along crest.
2 View from west abutment showing: crest

of embankment section (in foreground),
crest of concrete section and gatehouse
(in background), upstream slope of em-
bankment section with some brush, and
downstream slope covered with grass and
area downstream of toe of embankment
section covered with trees and brush.

3 Area downstream of concrete-gravity
section seen from crest of east end of
west embankment. Seepage shown on Photo
9 is about half-way down the earth slope
along the downstream face at the west end
of the concrete-~gravity section.

4 View of upstream face of concrete gravity
section looking east from west end of
concrete-gravity section.

5 Dampness in vertical construction joint
west of gate house on downstream face.
Note severe general spalling.

6 Spalling and loose concrete on downstream
face. Gate house concrete section shown
on right. Loose concrete appears to be
a result cof unsuccessful gunite applica-
tion.

7 Three outlet conduits. Note extreme
spalling, silted-in bottom outlet, and
brush growing in joints in background.

8 . Upstream face of embankment section at
west end of dam looking toward west abut-
ment from west end of concrete-gravity
section. Riprap on upstream face, some
brush growing on upstream face.



Photo No.

9

10

11

12

Description

Seepage at the downstream side of the
western end of the concrete-gravity

section of the dam. Six-foot rule for

scale in upper left of photo.

Eroded footpath looking down the same
slope shown in the foreground of Photo
9.

Looking west toward toe-drain pipe near
base of concrete section at the west
bank of the downstream channel. Small
discharge of water. Pipe is beneath the
left end of the six-foot rule.

Trees growing from deteriorated concrete
in downstream face of concrete-gravity
section between gatehouse and overflow
spillway. Shown in background of photo
7.












APPENDIX D
HYDROLOGIC COMPUTATIONS
WATERSHED MAP
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APPENDIX E

~ INFORMATION AS CONTAINED IN

THE NATIONAL INVENTORY OF DAMS
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